SIDE SLOPE TIE IN APRON, INSTALL SO
THAT TOP OF STONE IS CONSISTENT
WITH TOP OF STONE OVER PIPE END

DRAINAGE PIPE (SEE PLANS
FOR PIPE SIZE AND TYPE)

4"—-8" OF PIPE TO EXTEND FROM FACE
OF STONE PIPE END PROTECTION
(MEASURED ALONG INVERT OF PIPE)

DRAINAGE PIPE (SEE PLANS
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(PIPE DIA. +17)

PLAN VIEW

FOR PIPE SIZE AND TYPE)\

V—=NOTCH DITCHES AND
PARABOLIC BOTTOM DITCHES

FLAT BOTTOM DITCHES
(MATCH DITCH BQTTOM WIDTH)

PROJECTED GRADE

PIPE BEDDING MATERIAL————__

1
NATIVE EARTH MATERIAL
FILTER FABRIC BELOW AND

AROUND EDGES OF STONE
PIPE END PROTECTION

SECTION _VIEW

STONE PIPE END PROTECTION

4"-8" OF PIPE TO EXTEND

FROM FACE OF STONE PIPE
END PROTECTION (MEASURED
ALONG INVERT OF PIPE)

STONE PIPE END PROTECTION DETAIL

(NOT TO SCALE)
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